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AGROSELECTOR® TWIN 10T-3M color

SALE

N used machine

ELECTRONIC\‘\)
\ SORTING _

4
Z

construction year: 2011

for washed potatoes

capacity 20t/h

(depending on size and kind of produces)

Remote Service
maintenance via internet by
military-grade encryption
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AGROSELECTOR® TWIN 10T-3M color

Grading characteristics
Ejector
- scanning of the total product surface
- colour values and contrast differences
on the product surface
- rotten spots, green discolouring
- red, brown, black spots

- electrically driven rubber-finger wheel
in each line (international patented)

efreely adjustable

grading qualities

- size
2nd Quality ¢ Rest
Goaod
Machine properties - freely selectable assignment of the

grading compartments anytime

- 3 freely adjustable grading qualities possible

- simple operation via Touch-Screen

- extensive memory and statistic functions

- programmable automatic cleaning system for optical sensing head

- robust, low-maintenance construction for a long durability and high hygienic requirements
- PLC control, PROFIBUS connection, Remote Service via Internet

- easy implementation into pre-existing production lines

e TR TEACH-function

- display of both, the color and the brightness spectrum
of a sample for straightforward setting of the
sorting parameters

Touch-Screen in a waterproof housing of stainless steel
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AGROSELECTOR® TWIN 10T-3M color
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- power supply

- construction year 2011
*+3x400V/50Hz/1,5kW .
« 3 x P+N+PE - cleaned and refurbished

- wear parts exchanged
- final check

- water and compressed air )
- fully functional

« for cleaning automatic
* 3/4" conduit diameter

- internet
» for Remote Service
* bandwidth min. 1 Mbit/ s
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